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PREFACE

This Standard was prepared by the Standards Australia Committee on Railway Permanent
Way Material to supersede AS 1085.1—1981.

Major alterations to the previous edition are as follows:

(a) Amendments to the rolled-in brands and stamped brands clauses for identification.

(b) The addition of a clause on surface defects.

(c) The addition of 50 kg and 60 kg rolled steel asymmetrical switch rails and 50 kg and
60 kg rolled steel guardrails.

(d) Minor editorial amendments.

 Copyright STANDARDS AUSTRALIA

Users of Standards are reminded that copyright subsists in all Standards Australia publications and software. Except where the
Copyright Act allows and except where provided for below no publications or software produced by Standards Australia may be
reproduced, stored in a retr ieval system in any form or transmitted by any means without prior permission in writ ing from
Standards Australia. Permission may be condit ional on an appropriate royalty payment. Requests for permission and information
on commercial software royalt ies should be directed to the head office of Standards Australia.

Standards Australia wil l permit up to 10 percent of the technical content pages of a Standard to be copied for use
exclusively in-house by purchasers of the Standard without payment of a royalty or advice to Standards Australia.

Standards Australia wil l also permit the inclusion of its copyright material in computer software programs for no royalty
payment provided such programs are used exclusively in-house by the creators of the programs.

Care should be taken to ensure that material used is from the current edition of the Standard and that it is updated whenever the
Standard is amended or revised. The number and date of the Standard should therefore be clearly identif ied.

The use of material in print form or in computer software programs to be used commercially, with or without payment, or in
commercial contracts is subject to the payment of a royalty. This policy may be varied by Standards Australia at any time.
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